Initial data stream for 

Philips PCF8811 display

(B2XX Level2 64x114pix)
	Data byte   BIN             HEX
	Instruction name

	10100010
	A2
	vertical or horizontal addressing; note 4

	10101110
	AE
	Display off

	10100110
	A6
	normal or reverse mode

	11101100
	EC
	bottom row swap; note 4

	00111111
	3F
	set temperature coefficient; note 4

	01100100
	64
	Set HV-gen multiplication factor

	11001000
	C8
	mirror Y

	10100001
	A1
	Mirror X

	00011001
	19
	Set Y max

	00001000
	08
	Set Y max value

	00011000
	18
	Set X max

	01111000
	78
	Set X max value

	11101110
	EE
	icon enable or disable; note 4

	11101011
	EB
	data order; note 4

	01000000
	40
	set initial display line; 0 <L >79; note 5

	00000000
	00
	Initial display value

	01000100
	44
	set start row; 0 <C >79; note 6

	00000000
	00
	Start row value

	01001000
	48
	set partial display 1 : 16 to 1 : 80

	01010000
	50
	Partial display value

	10000001
	81
	set VOP; note 4 (VLCD)

	10100000
	A0
	Vop value

	00101111
	2F
	switch HVgen on

	00011111
	1F
	set frame rate frequency; note 4

	00111111
	3F
	set temperature coefficient; note 4

	00011010
	1A
	set manual p value; notes 4 and 11

	11100001
	E1
	exit power-save mode

	11100110
	E6
	enable or dis. the int. or ext. oscillator; note 4

	10101011
	AB
	switch internal oscillator on

	10101111
	AF
	display on
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SPI Data








